
Ease of installation and simple operation make the  AP 100 
 Audio Management System the communication solution  
for a wide variety of aircraft panels, from homebuilt s through heavy twins. 
The  AP 100  satisfies the need for convenience of a fully functioning quality  
audio panel that can be counted on to provide years of reliable service. 

AP 100 Audio Management System    

High Quality * Low Price = Best Value 
*  Easy to install 
*  Easy to operate 
*  Reliable  
 

Basic features you expect:  
*  COM 1, COM 2 transmit select; 
*  NAV 1, NAV2 audio switching and amplified speaker output; 
*  Automatic marker audio mute reset and active mic key indicator;   
*  Four unswitched audio inputs for the full IFR panel; 
*  Fail-safe feature that connects the pilot's mic and headset to COM1  
   when the unit is powered down. 
*  Slim size, only one inch vertical space.  

Specifications 

    Physical Dimensions      1" x 6.25" x 6" 
 
    Weight:                             1 lbs 
 
    Mounting:                         Panel-mounted.   
                                     
 
    Power Requirements :   12VDC, 0.5A max.    

Inputs:                            COM1, COM2, NAV1, NAV2, MKR,  
              4 Unswitched 
  
Input Impedances:        600-ohm  
 
Outputs:                          
            Headphones:    25 Watt Continuous RMS power into 6 00 ohms   
            Speaker:            5 Watts Continuous RMS power into 4 ohms 

 $495 


